PLANT SIZE
SPECIFICAT'ONS General Notes

When applyin ecifled height to trees and
shrubs {tl: %:p lanted ongtho site, minimum
helght or width opplies to the average

Biack Nylon Strap height or width of the tree or shrub,
Y not the tallest or longest branch of
GENERAL SPECIFICATIONS applicable tree or shrub. SEE BELOW.
No. 12 gauge plisble solid strand galvanized steef wire; 1.1 DESCRIPTION PART 3 — EXECUTION
Wire shall not be wrapped eround tree trunk or branch; 31 EXECUTION
‘Wire shall attach to grommet of biack aylon strap only. A. The specified work includes the furnishing of off materigis, -
aquipment, labor, and supervision required for the planting of A. Layout. The Contractor is responsible for verifying all site
trees, shrubs ond ground cover. Complete the work shown on the conditions in the fleld. New plantings shall be locoted where
SET TREE AT ORIGINAL GRADE drawings and as hersin specified. shown on the pions except where obstructions below ground or
overhead are encountered or where changes have been made In
22 1/2" DIA. Wood Stakes 1.2 QUALITY ASSURANCE the construction. N P
A. Nomenclature. The names of the plants required on this plan 8. Obstructions Below Ground or Overhead. It is not contemploted
conform with STANDARDIZED PLANT NAMES as adopted by the latest that plonting should be done where the depth of soll over
Ropes at top of ball ahall be cuz; edition of the Americon Joint Committee of Horticuiture Nomenclature, underground construction, obstructions or debris Is insufficlent
Remove top 173 of burlap; do NOT leave in treo pit. \t/,?rletlos nottrtngl:dod therein conform generally with names accepted in :gu ocoomm mogoted trlw roots w?‘r mmchpock%t‘:! of debris or Irntpo::ious
Neo-biodegradable material totally removed. 6 nurs ade. will require droinage. ere such conditions are encounter
ol shall be B. Comply with sizing and grading stondards of the lotest edition of in excavation of planting areas and where the debris, concrete, or
American Stondard for Nursery Stock by the American Association other obstruction cannot be broken ond removed by hond methods in
m.ymofwwm of Nurseryman. %:o m of “?.fggt'nq‘rlont pltsb °'det&. u?’%l slz:h ong 'Qrmt tho‘s Height = Height =
A g it with ¢ ] s for plonting may be nated. e Contractor
Facircle plantiag pit with mulch, includo the tree wel 1.3 PROJECT CONDITIONS requiced todcontcctd"Ma%lUt fy”" and no work 1s 10 b \ 10 10
Eacircle tree with well, made from beckfil seil; A. Plonting Operations shall be conducted under favorable weather unil ali underground utlities hove been marked. Any camage to this Is the this Is the 4
Well ahall be 4-6" bt., sufficient to retain water & awulch. conditions: which are normal for such work os determined by éh“{:o::kt‘“ gﬂﬁnq P'°"‘w?0f°“°ﬂ0 wgl bt° rapoga byiﬂw correct way incorrect way
accepted practice in the locality of the project. At the coont Y %e o:nt\;ppfo menor and ot no additiona to measure to measure D
. . option of , ond on the full responsibility of the Contractor S y plont size plant size
Soil Backfill shall be existing soil excavated from tree pit awarded the contract, plonting operations may be conducted C. Soll Preparation. Soll for use in tree ‘eluntlng pits as a backfill
{(micss otherwine specified) and broken up o creato 8 under unseasonable conditions without additional compensation. should be the existing sofl excavated from the pit. This existing
Mb:“'h‘!"’ - Do not aliow azx to form B. The contractor shall be familiar with the olignment of existing soll should be broken up to crecte a friable working soll. Where
BRI, w Kfilling. or new utility fines, ducts and buried cables. He shall fieid g«» plantings occur, beds are to be prepared by tiling the sol,
AN . . check the location of utilities before aony Installation of material cluding the amendments ot a rate of 1 part t?sol! (when requested,
. “\\\Ill’ 1] i 113 Taper sides of treo pit. or plants. The Contractor shall be responsible for all domage otherwiss use existing sofl), 1 part peatmoss, and 2 ports periite <
‘\\"A'A"’l - it- resuiting from neglect or follure to comply with this requirement. to_a depth to accommodate new plont materiol, and not less thon =
=0 NN - s C. Protect existing utilities, paving, and other faclities from 12° deep. The bed should be cutiined with a 4" deep x 6" wide o
s AN =il= damage caused by landscape operations. trench in the shape indicated by the landscape design. Place oll
= SUSE NS =SSR 1= i=l= D. A comflete list of plants, including o schedule of sizes, quantities, trenched soll into the beds and till into bed.
.'."ﬂ" UL ===z 2 STT= s GENERAL NOTES: and other requirements are under "PLANT LIST". In the event 3.2 INSTALLATION
A= l=l= =1 == I==1=1= T : quontity discrepancies or material omissions occur in the A Plonting Pits. Reasonable core shall be exercised to have pits
T S IS el bo securcd and stand plumb lant materials list. the planting plans shail - dug ond soll prepared prior to moving plants to their P
et == H =l — = 4 . E. Al work shall be accomplished under the direction of ¢
1 > Treo stakes shall be spaced 120 degrees apart when 3 stakes are required. P respective locations. e minimum aliowable dimensions of plant
Tree stakes shall bo spaced 180 degrees spert when 2 stakes are required. competent, experienced foreman. pits sholl be as follows: depth should equal depth of root ball; H
Wiro, straps and stakes shal be recoved at end of wamanty period. 1.4 PLANT GUARANTEE AND REPLACEMENT '3“1 "t:‘cloﬂ. dtl::nw{ or r'mr stmadsi the pg dl\c:hmtm :2;71"” be ' g
diom or root spread. X
3x Root Ball DIA. Umﬂmt’;g: "“"“::'“”I.. m]‘?“'! A. Guorantes. The Londscape Contractor shall guarantes il plants diameters would conflict with exlstlzg povemen:.r‘lh? pit Qimension SECOND STREET LANDSCAPE CORRIDOR PLAN PLANT LIST O
'M""d’“" sides of pi for one year from date of acceptonce by the owner or his con be adjusted accordingly, unless povement remowval is noted on
D-1 TREE DETAIL Do okl i oy ot ding insalatin qutharized representative, and that plants shall be aiive and the plon. SEE DETALS D-1 & O-2 @) ‘-O
) d 200;, n satisfac rowth ot the end of the guorantee period.
Not to Scale Water thoroughly, immedistely after planting is complete. B. Replocement, At the conclusion of the guarantes period, inspection B pits, contorad o e ooty ool o 8ol KEY| COMMON NAME SCIENTIFIC NAME SIZE QUANTITY
wil be made by the owner. A written notice requesting such mixture g minimum depth of 6 Inches. The finished grade level of o °
inspection shall be submitted by the Contractor ot least ten the plant, ofter settiement, will be the some as that ot which the
?:‘:s c%:'t?'ro:: ttr;:agngclg:::d lgdf:'anﬂgh%wyr?:mﬂ‘;nd: bodly plan was gromn. They shall be planted upright and faced to glive D
GENERAL NOTES: impaired condition, as determined by the owner, shall be removed T ton o P b whaula e et g, e e rahoaved o P |'Cleveland Select' Pear Pyrus calleryana 'Cleveland Select' 2" caliper 20
* from the site. ' These plants shall be repiaced at no extra cost to Platform and surplus binding from op ond sides’ of the ball shall
e owner. No repiacement shall be made in ony season defin : : " :
Piants shall be secure and stand phamb. (niomeata (Dot ("1 = Scage 1. “Frovde ane o ba remowd. If o we basket is present, whather qalvonized, o nc, ®D |Dawn Redwood Metasequoia glyptostroboides 2" caliper 13 m o
Minimum spread in accordance wi udrantes on any on ement plants. " T " -
e Speead toype Nursery Jence with c. Waterlals and Oparations. Al replacements shall be plants of the Bacet o apit T atiat B heE e T i e e &® WC| Weeping Cherry Prunus subhirtella "Pendula’ 2" caliper 11
Prunc all dead and damaged limbs and roots. game Kind and size aa specified in the Plant List e Y, Shal be hols. Backfil shall be placed and compacted carsfully to avold 9 ; T : ™
2 urnished ond planted as spac plonting s D-1 and D-2. Sescls : ‘! :
If using soil suger of tros spade to create planting pit, D, AL concunon of s ghacntee oo - Grator iy 1o roots and o Ml o voids. e the hole ' neary ® y | Winter King Hawthorn Crataegus viridis 'Winter King 2" caliper 59 g—
" . .. . remove all stakes, wires, nylon strap and protective fencing from ! - - * . = T
rough up soil face with shovel to eliminate slickness trees ond remove’ them from the site. ? hole to finished grade. SEE OETAIL D-1 & D-2. % 7| Zelkova Zelkova serrata 'Green Vase' 2" caliper 23
that may occur on sides of pit. c. Wh:n b\gjln con!oln:rh«;é'm ;;Ic:nts.‘ .1c°i::>h (o:i) the root mass, If T
Do not aliow roots to dry out during installation. PART 2 - PRODUCTS Poot yater befare planting. . et DETAIL Dg” on¢ spreod opart ®D(Q Deodora Cedar Cedrus deodara 8-10" height 12 ;_‘ q)
Water thorou; immediately after planting is lete, 2 D. Stoking. Stokes shall be all ed about each tree ond shall
ghly, y after planting is comp 2-1 MATERIALS Ba driven veriically to the oroung 1o o death s detahed ond
A. PLANTS in such G manner as not to injure ball or roots. Trees of less
AL e e pae e ol e oo e abrnte” Ehioe' ol 13 I T S )
of gro ot is normol for the species an e sound, 3 N . .
o Recliy. vgoroua. Gnd.free from Incect peste plont dissoses”  ploced s designatad n the detoh” SEE BETAL D-1 bs| Black Eyed Susan Rudbeckia fulgida 'Goldsturm' 1 gallon 221
[ and injuries. ants s ual or exceed the measurements ulching. Al plants sholl be mulched with a 3° mounded la f . .
found in the Plant List, which ‘are minimumn acceptable sizes. shreddgd hardeood muich. The muich shall entirely cover e * bb Burmng Bush Euonymous alatus 'Compacta' 24-30" helght 181 o o
The: t'sl‘m" :no measured beforien pr&ni%gwlsh bron!ch&: i{\ m:\:rmol designated planting beds. f F o G’l'as P N Setllm al s d M 1 1 au 2 41 m
osition, necessary prun o one o :
SET SHRUB AT ORIGINAL GRADE gfb‘?{""?"%&xd vil e o.ge{;‘,?,gt with the naturdl growth 3.3 CLEAN-UP i ag Olmd tain A58 enm. opecuroides Moudry : g '(')n Cs
abit of e specles. Requirements for the - . An 7N H - H
ngm.;?:;?/g :?a“h"b‘, .i“;;oNOT leave in tree pit. n}oorur::-:g\ttsﬁ b;gnc{lin .tgl’ogin 'cl?u?‘ol‘l‘y bghllin% ::ed burlapping A m r:r%o?je %'v‘u’wﬁf 2‘1’5 ‘o‘tge?‘dm ggz:lt;g* ﬁo:nhohmwtm J O?ra {unlper Junlpems honzo.ﬂta%_l_s rYOlanStOWIl 12 1§m Wldth 290 ﬁ
. 4 of plon e Plant List and s ow the froem * dlna D“,arf din arb D\N - H
Non-biodegradable material shall be totally removed. of gtondords currently recommended by the Americon Assoclation c,ﬂ,m‘z:wd:'w ﬁt.de.:{m ;:'crmfb:"&hmo:r%n 9:.",,’,',",',.‘2“"““ the n Ngg______l_-l_a_rbor ol Na_.ll__g_qg_mg_sﬂl.ga;_li_ or = arf M4 ]helght 219
=== P v . , o s . of Nurserymen in the’ AMERICAN STANDARD FOR NURSERY STOCK. circulation throughout the site. Prior to final acceptance, all
=== SN Bngvm'-ﬁﬂhmbmﬁ  well (if not instatled in prepared bed arca); 2. Bolled and Burlopped Plants. Plants designated qs "B&B" aved creas adjacent to planting areos sholl be cleaned thoroughly o
_ === - \% 777/ (3 :heglge-t-é mhclggz, m from backfill soil, in tg: Plolnt List fsf?qlll l:o ‘ballog ond dblg'loptgeg. They shall " bznzm«plnq ‘36 or wo:h g. tl' de;:c'o'n:’ent or svt“c{lnston paving or
o bt Pl L) A euflicient to retain water & onlc Bbrous and fosding.reot system. necessary for full recovery additional coat to the owner. . All construction equipment, excess
twice the ‘-_!L == e Taper sides of planting pit. of the plont. Ball shall be firmly wroj with burlap or similor materials, tools, rubbish or debris shall be removed from the site.
of the roo '_" - N motoru': b‘:::k ‘bound wlthd(gnhe fo:hcogén dv::hﬂ.nn :\hoceaory to Altlhwdrolmt:nu thdo altc :hhlch'hot\;e occumuﬂoted :o'lll. bmutlﬂch o:d any
. . oy . L other ma ue to the planting operation, shall be ¢lean
Soil Backfill shall be 80il excavated from planting pit plf'ev'en o or' oy bs secure t fi . proc:':a to th roval of the owner. 0
S unless otherwise specified) and broken up to create & :o ::Tung. the ball may be secured to o plo%onn or wire o the app! W
S e 1 e e e leworku!gso . Do not allow air pockets to form 3. Container Grown Plant. Plonts designated "Cont.” In the Plant
N=EN=HENEIENE= when backfilling. Llst*s[hdl ble c?n;ringd grown plor'\(s ::dlAestc'lbllsheAd In ltl:lo
= — =iI=l=]= container size indicated, conforming to American Assoclation
S =] ='||g||£u'-|-|-'"‘-|- Apply 3" lajer of shredded hardwood mulch. of Nurserymen standords. 9
=iy Encircle planting pit with smulch, inchude the tree well. 4, Protection After Delivery. The balls of B&B plants which
connot be plonted immediately ofter delivery, .
D_2 SI.]R‘U’B DET AIL shall be covered with moist soll (2" depth) or mulch (3" depth).
All plants shall be watered as necessory until planted.

Balled & Burlapped B. MATERIALS FOR STAKING

1. Tree stakes shall be rough sawn straight grain oak, white, or
Not to Scale red cedar, or pressure u?ootod pine. tokg's up to 18" long
shall have a minimum diometer of 2 to 2 1/2 inches. Staokes
over 10° long sholl have a diometer of 3 inches.  The moaximum
diameter of stakes shall not exceed apé:roxknotdy 4 inches.
Stakes shall be rotnled at one end and shall have o moximum
dllowable deflection of 1/2 inch for every foot of length.
All stakes shall be sound and free from bark, splints, insects
and fungl.
Wire for fastening tree stokes shall be No. 12 guage
plioble solld atrand galvanized steel.
. Nylon Strop shalt be used to ottach to wires used for
juttp———  3xRoot Ball DIA, ————pnn] fastening trees to stokes. All nylon strap shall be black.
4. Hose shall not be used to ottach wire to trees due to
poasible injury to the tree.

/——-——- SET SHRUB AT ORIGINAL GRADE
Score root ball area at least one (1) inch deep and
" &ix (6) inches part; this applics for both frees and
shrubs that are container grown.
Encircle shrub with well (if not installed in prepared bed ares);

Well shall be 4-6" in height, made from backfill soi
sufficient to retain wnter%‘muleh. 11.

Till Plenting SRERIERIRE €:\ o1 D)< St ===l
el LTI s, [ R T e petng i
of the rpot ball, JRUIPRE

Soil Backfill shall be existing s0il excavated from planting pit
gu;lbeuothermse i :ﬁ)mdbmken mcrgma
le working soil, Do not allow air pockets to form
when backfilling.
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= e Apply a 3" lsyer of shredded hardwood mulch.
- = Encircle planting pit with nlch, include the tree well. Revision/Issue
D-3 DETAIL '
Container Grown Plants
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